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UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS: WELL LOG ELECTRICLOGS FILE Y WATER SANDS LOCATION INSPECTED SUB. REPORT/abd.

DATE FILED 2-6-84
LAND:FEE & PATENTED STATE LEASENO. PUBLICLEASENO U-017713 INDlAN

DRILLINGAPPROVED: 2-14-84 GAS
SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIALPRODUCTION:

GRAVITY A.P.l.

GOR

PRODUClNG ZONES:

TOTALDEPTH:

WELL ELEVATION:

DATE ABANDONED

NT END
COUNTY: UINTAH
WELL NO RBU 11-35B API NO 43-047-31442
LOCATION 2152' FSL '

FT FROM N) (S) LINE. 3121' FEL FT. FROM (E) (W) LINE. NESW 1/4 - 1/4 SEC. Ë$

9
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4 MAPCO OIL & GASCOM NY

January 31, 1984 66 6 $$4

DIVISIONOFOILGAS&MINING

State of Utah
Dept. of Oil and Gas Conservation
4241 State Office Bldg.
Salt Lake City, Utah 84114

Gentl emen:

Submitted for your approval is the Application for Permit to
Drill, form 9-331C, for MAPCO'sRiver Bend Unit well #11-35B.

Should any additional information be required, please contact me.

Sincerely,

Greg Bechtol
Sr. Engineering Technician

GB/ah

Enclosures

705 SOUTH ELGINAVENUE POST OFFICEBOX2115 TULSA,OKLAHOMA74101-2115 (918) 5990800 TELEX



Form tWrtt C SUBMIT IN PLICATE* Form a proved.
(May 1¾: (Other instrus lons oft Budget ureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENTOF THE INTERIOR
. LE ON lAla NO

GEOLOGiCAL SURVEY U 017713
APPLICATION FOR PERMITTO DRILL,DEEPEROR PLUGBACK DIAN AI.LTTEE 1BENAxi

la. TYPE OF WORK

DRILL DEEPENO PLUGBACK AGREEMENT NM

b. TTPE OF WELL

FLL . OTHrR O F
IPLE OR LEAS NAME

2. NAME OF OPEEATOR

†¾PCO Dil and Gas Company No-

3. ADDRESS OF OPERATOR

P. O. Box 2115, Tulsa, OK 74101-2115 IELD AND POOL, OR ILOCAT

4. CATION OF WELL (Report location clearly and in accordance with any State require:uents.*) / Tilddat Ë
K52' FSL 3121' FEL NE SW p. mac., 2., ... x.; on ar.c :

cAND BURVEY OR ABEA : ;
At proposed prod. zone il

Same See. 35-Ì9SW19E
14. DIST&NCE IN MILËS AND DIRECTION FROM NEARE0T TOWN OE POST OFFICE* 2. COUNTY BR PARISH 3. JLTATE

8 Miles SW of Ouray, Utah †Â
1 . DISTANCE FROM PÉOPOSED' 16. NO. OF ACRES IN I.EAÈE 17. NO.--( F AC ES ASSIGNED -

LOCATION TO NEAREST TOTIIS 1 ELL
PROPERTY OR LEASE LINE,FT.
(Also to nearest drlg. unit line, if any) ) Î Û

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTR 20. ROTART OR 4 ABLE 2001.8
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPHED FOR, ON THIS LEASE, Fr.

21. ExxvATIoNs (Show whether DF, RT, GR, etc.) e 22 PPROK. DATE WOR LL BTART*

GR4880
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OP HOLE SIZE OF CASING WEIGHT PER FÓOT BETTING DEPTH DANTITY OiP CEMEN

17-1/2" 13-3/8" 48# 150 '
, Cnit to suÉfade

12-1/4" 8-5/8" 24# 8 28# 3,500' / Crit to uÉfaäe
7-7/8" 5-1/2" 17# 11,500' Cmt surfade

1. Drill a 17-1/2" hole with an air rig to 150'. Run 13-3/8 4 og
and cement to surface.

2. NU and pressure test 12" annular BOP prior to drilling 01 be'l w
surface pipe.

3. Test pipe rams daily and blind rams as possible.
4. Drill a 12-1/4" hole to 3, 500 ' with an areated fresh water «mÍdsyštèr
5. Set 8-5/8" 24# K-55 and 28# S-80 at 3,500' and cement to surface.' s
6. NU and pressure test BOP stack (see Fig. 1) prior to driilin but

below intermediate pipe.
7. Drill a 7-7/8" hole to 11, 500 ' with an air and water mud sýsfem.
8. Run logs. Set 5-1/2" 17# N-80 casing as dictated by driflinishows

tests and logs; Release drilling rig. Csg program may be gnddifiëd
to provide added burst strength if needed for frac prográm.

9. Primary zones of interest are the Up r Wasatch & Chapita WeIls sectioris óf- the
IN ABOVE SPAWe sŒ94 pl S.afê¾ë¥•qgge,,agg.pi,9,9·dataon present pr u tiv ne and r new productive
zone. If proposal is ill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

everntN

D TITLE • Da

(This space for F I or State office use)

A
N

IT No APPROVAL DATE

D

DAT
s On Reverse



Instrution

Ge eral: This f rh is d Ig e for submitting proposals to perform certain well o ti nu, as Indie ed, on all ty oËÅndsand leas for appropriate action y eit er
State agency,or both, pursuant to applicable Federal and/or State laws ahd regulations. Any necessary speelal instructions concerning the use of this form

es to be submitted, particularly with regard to local, area, or regional procedur and practices, either are shown below or will be issued by, or may
e cal Wdetal and/or State office.

Itein 1: osal ik to Ñrill to the same reservoir at a different subsurfac$ l or io a ew reservoi , use this fdtm with appropriate trotsiilons. Consnit
11 St t Federal regdrations concerning subsequent work proposals or reporth o the well. ' ?

I 4: ff ÑÂreno Ëpplicble State requirements, locations on Federal or Ì diata larid sho Id lie dese bed iÀaccoËanceËthrecieralrequirements. Consult local
te Fedek ce .for spècifle instructions.

Ite 14 eÀÑnlywhenioËationof well cannot readily be found by road from th lènd or 1 ase scri ion Áplat, or plats, separa oion tiiis tevelree side, show-
i g the roads ng the sur eyèdelocation of, the well, and any other required infortnation, should be turnished when required by Pederal or State agency omces.

ISAns15 18: it well is be, ór.has beon directionally drilled, give distanced for spbs rfaËelocation of hole in any present or objective production sone.

2 su applic bl ederal or SWteregulations, or appropriate omelata, Saherningpproial of the proposal before operations are started.

u.s. sovamen vainil o¢rict -7 -ses

FORMATÌ0N TOPS .

ir surface
ivei, 1647 '

aëàtch Tongue 2347 '
reár River Tongue . 5037 '
asatch . 5152 '

apita Well gy79

t 1 Butte 6907 '

e verde , 8077'

o Depth 11500
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TEN-POINT COMPLIANCEPROGRAMOF NTL-6

APPROVALOF OPERATIONS

Attached to Form 9-331C
Company: MAPCOOil and Gas Company
Well: RBU 11-35B
Well Location: 2152' FSL & 3121' FEL NE SW

.
Section: 35
Township: 9S
Range: 19E
County: Uintah State: Utah

1. Geologic Surface Formation

UINTAH

2. Estimated Important Geologic Markers

Formation Depth

Uintah Surface
Green River 1647'
X-Marker 2342'
Wasatch Tongue 4647'
Green River Tongue 5037'
Wasatch 5152'
Mesaverde 8077'y/

3. Estimated Depths of Anticipated Water, Oil, Gas or Minerals

Formation Depth Remarks

Wasatch 5152' Gas Zone
Mesaverde 8077' Gas Zone

4. The Proposed Casing Program

Size of Casing Weight & Grade
.

Setting Depth Quantity of Cmt

13-3/8" 48# H-40 150' Cmt to Surface
12-1/4" 24# K-55 3500' Cmt to Surface
7-7/8" 17# N-80 11500' Cmt to



TEN-POINTCOMP CE PROGRAMOF NTL-6
Well: RBU 11- B
Page 2

5. The Operator's MinimumSpecifications for Pressure Control

See Figure #1, attached.
BOP stack has a 3000 psi working pressure. B0P's will be
pressure tested before drilling casing cement plugs.
Pipe rams will be operated daily and blind rams as possible.

6. The Type and Characteristics of the Proposed circulating Muds

Areated Fresh water gel system with KCL. Use LCMas required to
control loss circulation. Mud system to have proper rheologicaT
properties to maintain sufficient viscosity to clean hole, run logs
and to land and cement casing.

7. The Auxiliary Equipment to be Used

1.) Kelly cock.
2.) Full opening valve on floor with DP connection for use when

Kelly is not in string.
3.) Pit volume totalizer equipment will be used.

8. The Testing, Logging, and Coring Programs to be Followed

A two (2) man mud logging unit will be in operation from surface
to T.D. The following open hole logs will be run:
1.) DIL - MSFL- GR - Caliper
2.) FDC - CNL - GR - Caliper

Exact logging detail and procedures will be prepared prior to
reaching logging depth.

9. Any Anticipated Abnormal Pressures or Temperatures Expected

No abnormal pressures are anticipated nor is the area known for
abnormal temperatures. The formations to be penetrated do not
contain H2S gas.

10. The Anticipated Starting Date and Duration of the Operations

Starting Date: Summer 1984
,

Duration: 30
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Mapco Oil and Gas Company Well No. 11-353

Location Sec. 35 T 9S R 19E Lease No. U-017713

Onsite Inspection Date 5-2-84

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

1. All fresh water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling, will be recorded by depth and
adequately protected. All oil and gas shows will be tested to determine
commercial potential.

2. Pressure Control Equipment

Prior to drilling the intermediate casing shoe, the Ram-type Preventers
shall be tested to 2,000 psi, and the Annular-type Preventers shall be
tested to 1,500 psi.

BOP systems will be consistent with API RP 53. Pressure tests will be
conducted before drilling out from under all casing strings which are
set and cemented in place. Blowout preventer controls will be installed
prior to drilling the surface casing plug and will remain in use until
the well is completed or abandoned. Preventers will be inspected and
operated,at least daily to ensure good mechanical working order, and
this inspection recorded on the daily drilling report. Preventers will
be pressure tested before drilling casing cement plugs.

The District Office should be notifed, with sufficient lead time, in
order to have a BLM representative on location during pressure testing.

3. Casing Program and Auxiliary Equipment

The District Office should be notified, with sufficient lead time, in
order to have a BLM representative on location while running all casing
strings and cementing.

4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protection of
fresh water



5. Coring, Logging and Testing Program

Run adequate electric, sonic, radioactivity, and caliper logs to identi-

fy prime oil shale zones and fresh water aquifers. Casing and cementing
programs will be adjusted to protect oil and gas zones, other minerals,
and fresh water.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be sub-
mitted not later than 30 days after completion of the well or after
completion of operations being performed, in accordance with 43 CFR
3164. Two copies of all logs, core descriptions, core analyses, well-

test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or
completion operations, will be filed with Form 3160-4. Samples (cut-
tings, fluids, and/or gases) will be submitted when requested by the
authorized officer (AO).

6. No location will be constructed or moved, no well will be plugged, and
no drilling or workover equipment will be removed from a well to be
placed in a suspended status without prior approval of the AO. If oper-
ations are to be suspended, prior approval of the AO will be obtained
and notification given before resumption of operations.

The spud date will be reported orally to the AO within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report
will be submitted on the following regular work day. The oral report
will be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will be
reported on Form 3160-6 "Monthly Report of Operations", starting with
the month in which operations commence and continue each month until the
well is physically plugged and abandoned. This report will be filed
with the Vernal BLM District Office, 170 South 500 East, Vernal, Utah
84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance with
the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

Should the well be successfully completed for production, the AO will be
notified when the well is placed in a producting status. Such notifica-

tion will be sent by telegram or other written communication, not later
than 5 days following the date on which the well is placed on production.

Pursuant to NTL-2B, with the approval of the District Engineer, produced
water may be temporarily disposed of into unlined pits for a period



(IIb IIIb
(The following pertain to the Thirteen Point Surface Use Plan)

7. Planned Access Roads

About one-half mile of new access road would be built as indicated in
the APD.

All travel will be confined to existing access road rights-of-way.

8. Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures constructed
or installed (including oil well pumpjacks) will be painted a flat,
non-reflective, earthtone color to match the standard environmental
colors, as determined by the Rocky Mountain 5 State Interagency Commit-
tee. All facilities will be painted within 6 months of installation.
Facilities required to comply with 0.S.H.A. (Occupational Safety and
Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be surrounded by
a dike of sufficient capacity to contain 16 times the storage capacity
of the battery.

All loading lines will be placed inside the berm surrounding the tank
battery.

All site security guidelines identified in 43 CFR 3162.7 regulations
will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-lease or
off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the
meter and anchored securely downstream of the meter.

The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior to
any deliveries. Tests for meter accuracy will be conducted monthly for
the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the ini-
tial meter calibration and all future meter proving schedules. A copy
of the meter calibration reports will be submitted to the Vernal Dis-
trict Office. All meter measurement facilities will conform with the
API standards for liquid hydrocarbons and the AGA standard for natural
gas measurement.

9. Source of Construction Material

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

Construction material will be located on



up to 90 days. During the period so authorized, an application for
approval of the permanent disposal method, along with the required water
analysis and other information, must be submitted to the District En-

gineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/flare
gas during initial well evaluation tests, not exceeding a period of 30
days or the production of 50 MMCFof gas, whichever occurs first. An
application must be filed with the District Engineer and approval re-
ceived, for any venting/flaring of gas beyond the initial 30 day or
authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3,
and 3162.7-4 shall be submitted to the appropriate District Office with-

in 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in 43 CFR 3162.7 shall be
adhered to. All product lines entering and leaving hydrocarbon storage
tanks will be effectively sealed in accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days after
receipt of the first production notice.

No well abandonment operations will be commenced without the prior ap-
proval of the AO. In the case of newly drilled dry holes or failures,
and in emergency situations, oral approval will be obtained from the
SO. A "Subsequent Report of Abandomment" Form 3160-5, will be filed
with the AO within 30 days following completion of the well for abandon-
ment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved
until the surface reclamation work required by the approved APD or ap-
proved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency.

Pursuant'to Onshore 011 and Gas Order No. 1, lessees and operators have
the responsibility to see that their exploration, development, produc-
tion, and construction operations are conducted in a manner which con-
forms with applicable Federal laws and regulations and with State and
local laws and regulations to the extent that such State and local laws
are applicable to operations on Federal or Indian



10. Methods of Handling Waste Disposal

The reserve pit will probably be lined. It will be located in rocky
material. The operator has suggested that a jell-base type of liner may
be used.

Burning will not be allowed. All trash must be contained and disposed
of as indicated in the APD.

Produced waste water will be confined to the pit for a period not to
exceed 90 days after initial production. During the 90 day period, an
application for approval of a permanent disposal method and location,
along with required water analysis, will be submitted for the AO's ap-
proval. Failure to file an application within the time allowed will be
considered an incident of noncompliance, and will be grounds for issuing
a shut-in order.

11. Well Site Layout

The reserve pit will be located at the northwest corner of the location
as indicated in the layout diagram.

No topsoil will be stockpiled at this location.

Access to the well pad will be from a new access road parallel to the
surface flowline which is just north of the proposed location.

The location and it's access will be reflagged prior to construction
since most of the stakes are presently knocked down.

Reserve pits will be fenced with a wire mesh fence and topped with at
least one strand of barbed wire.

12. Plans for Restoration of Surface

Immediately upon completion of drilling, the location and surrounding
area will be cleared of all debris, materials, trash and junk not re-
quired for protection. The reserve pit and that portion of the location
not needed for production or production facilities will be reclaimed.

Before any dirt work to restore the location takes place, the reserve
pit must be completely dry and all cans, barrels, pipe, etc. will be
removed.

If the well is to be abandoned, then all disturbed areas will be
recontoured to the approximate natural contours; and then, prior to
reseeding, the BLM will be contacted for a suitable seed mixture and all
disturbed areas, including the access roads, will be scarified and left
with a rough surface. This will enable seed to better penetrate the
surface and take



Seed will be broadcast or drilled at a time specified by the BLM. If
broadcast, a harrow or some other implement will be dragged over the
seeded area to assure seed coverage.

13. Surface and Mineral Ownership

The location and access road are on public land administered by the BLM.

14. Other Information

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and operating
practices must be observed. All wells, whether drilling, producing,
suspended, or abandoned will be identified in accordance with 43 CFR
3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3164.

The dirt contractor will be provided with an approved copy of the sur-
face use plan.

A cultural resource clearance is on file for the proposed location and
access road. If any cultural resources are found during construction,
all work will stop and the AO will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be filed for
approval for any future drilling



OPERATOR cd DATE F
WEL NAME //9 g

SEC ///gß) J T ?S R // COUNIY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

"" IM

NID PI

PROCESSINGCOMS•

CHIEF PE OLEUMENGINEERREVIEW:

A A-3 c-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILEWELLNAMEANDLOCATIONON APD AGAINSTSAMEDATAON PIAT MAP.

AUTHENITCATELFASE ANDOPERATORINEORMATION

VERIFY ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFIELD, El'C.

APPLY SPACINGCONSIDERATION

ORDER

'
-UNIT

c-3-b

c-3-c

CHECKDISTANCETD NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSFOR OPERRIOR'S OTHERWOR.

IF PCTASHDESIGNATEDAREA, SPECIAL IANGUAGEON APPROVALLEITER

IF IN OIL SHALEDESIGNATEDARFA, SPECIAL APPROVALIANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING WATER

O
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MAPCO OIL & GASCOMPANY

February 8, 1

State of Utah 1Û7984
Division of Oil, Gas & Mining
4241 State Office Bldg. DIVISION(4=
Salt Lake City, UT 84114

Attn: Arlene

Re: RBU#11-35B
Well Location Plat

Gentlemen:

Enclosed please find one copy of thek 11 Location Plat for the
River Bend Unit well #11-35B, as requested per your telephone
conversation of February 7, 1984.

If I can be of further assistance, please call.

Very r yy

Dennis J rabec
Divisio Drilling Supt.

DJB/ah

Enclosure

705 SOUTH ELGIN AVENUE POST OFFICE BOX 2115 TULSA, OKLAHOMA 74101-2115 (918) 599-3800 TELEX



MAPCO INGOf Locat er the NE¾ of the SP.¾ of

WELL LOCAT/ON PL A T Section 35, T9S, Pl9E, S.L.B. & M.

RBU //- 35B

EXHIBIT A

NO TH

35
RBU
H-35B sæt '

' $ SCALE: 1"=1000'
enouvo
rtrv. 4eso

01VIS10NOF
,
C,AS&MINING

S 69° 50'54"W 2660.90'

LEGEND & NOTES SURVEYOR'S CERTIFICATE

Found brass cap on pi pe monuments
I hereby certify that this plat was prepared

used for this survey• from field notes of an actual survey
performed by me, during which the shown
monuments were found or established.

- The General Land Office Plat was

used for reference and calculations.

D. red, Registered Land
urvey Cert. NO. 3817 (Utah)

JERRY D. ALLRED & ASSOCIATES
Surveying & Engineering Consultants

121 North Center Street
79-128-036 30 June 1980

,
P.O. Drawer C

DUCHESNE.UTAHB4021
(801)



February 14, 1984

MAPC0Oil and Gas Company
P.O. BOX2115
Tulsa, OK 74101-2115

Re: Well No. RBU 11-558
NEGWSec. 35, T. 98, R. 19E
2152' PSL, 3121' PEL
Uintah County, Utah

Gentlemen:

Approval to drill the above referenced gas well is hereby granted in
accordance with Section 40-6-11, Utah Code Annotated 1953; and predicated
on Rule A-3, General Rules and Regulations and Rules of Practice and Procedure.

In addition, the following actions are necessary to fully comply ytth
this approval:

1. Spudding notification to the Division within 24 hours after drilling
operations cosnence.

2. Submitta1 to the Division of cömpleted Pörm OGC-8-X, Report of Water
Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is
necessary to plug and abandon this well. Notify R. J. Firth, Chief
Petroleum Engineer, Telephone (801) 533-5771 (Office), 571-5068 (Home).

The APT nuaber assigned to this well is 43-047-31442.

Sincerely,

R. J. Pirth
Chief Petroleum Engineer

RJF/g1
ec: Branch of Pluid Minerals
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O STATEOF UTAH Norman H. Bangerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple · 3 Triad Center · Suite 350 • Salt Lake City, UT84180-1203 •801-538-5340

3uly 23, 1985

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Gentlemen:

Rei Well No. RBU 11-358 - Sec. 35, T. 95., R. 19E.,
Uintah County, Utah - Lease No. Ul7713
Operator of Record: MAPCO Oil & Gas Company

The above referenced well in your district was given federal
approval to drill July 2, 1984. This office has not received
notification of any activity on this location.

Please let me know what action, if any, the Bureau of Land
Management is taking on this well.

Thank you for your help in keeping our records up to date.

Pam Kenna
Well Records Specialist

cc: Dianne R. Nielson
Ronald 3. Firth
John R. Baza
File

01615/29

an equal opportunity



Oe M
Bureauof Land Management
Vernal District Office RECEIVED
170South500 East
Vemel, Uth AUGI 2 1985

3162.35 DW ON-OFOIL
U-820 SAS & MINING
0-017713

August 7, 1985

Mapco 011 & Gas Company
P. 0. Box 2115
Tulsa, OK74101-2115

RE: Rescind Application for Permit to Drill
Well 103. 11-358
Section 35, T9S, R19E
Uintah County, Utah
Lease 10). 0-017713

The Application for Permit to Drill the referenced well was approved on
July 2, 1984. Since that date, no known activity has transpired at the
approved location. Under current District policy, Applications for Permit
to Drill are effective for a period of one year. In view of the foregoing,
this office is rescinding the approval of the referenced application
without prejudice. If you intend to drill at this location at a future date,
a new Application for Permit to Drt11 must be submitted.

This office requires a letter confirming that no surface disturbance has been
made for this drill site. Anysurface disturbance associated with the
approved location of this well is to be rehabilitated. A schedule for this
rehabilitation must be submitted to this office. Your cooperation in this
matter is appreciated.

Sfácerely,

Cra M. Hansen
A for Minerals

occ: State Div. OG & M
well file
U-922



STATEOF UTAH Norrnan H. Bangerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple · 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

August 15, 1985

Mapco Oil & Gas Company
P.O. Box 2115
Tulsa, Oklahoma 74101-2115

Gentlemen:

Re: Well No. RBU ll-35B - Sec. 35, T. 9S., R. 19E.,
Uintah County, Utah - API #43-047-31442

In concert with action taken by the Bureau of Land Management,
August 7, 1985, approval to drill the above referenced well is
hereby rescinded.

A new "Application for Permit to Drill" must be filed with this
office, for approval, prior to future drilling of the subject
location.

Sincerely,

30 n R. Baza
P troleum Engineer

pk
cc: Dianne R. Nielson

Ronald J. Firth
File

Ol6lS/46

an equal opportunity



6. Lomax Exploration Company Rescinded August 16, 1985
Well No. Ute Tribal 7-13
Sec. 13, T4S, R3W
Lease No. 14-20-H62-3483

7. John M. Beard Rescinded August 7, 1985
Well No. Federal 4-34
Sec. 34, T8S, R18E
Lease No. U-37812

8. John M. Beard Rescinded August 7, 1985
Well No. Federal 5-34
Sec. 34, T8S, R18E
Lease No. U-37812

9. Mapco Oil & Gas Company Rescin.ded August 7, 1985
Well No. RBU 11-35B
Sec. 35, T9S, R19E
Lease No. U-17713

10. Coastal Oil & Gas Corp. According to our records, this
Well No. NBU92 well is on state or fee land,
Sec. 34, T9S, R21E and in our office was "Accepted
Lease No. -- for Unit Purposes Only".

Sincerely,

Craig M. Hansen/
' ADMfor
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